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丸ﾋﾟﾝｿｹｯﾄ構造  Round Socket pin type

ﾚｰｻﾞﾀﾞｲｵｰﾄﾞ用ｿｹｯﾄ
Laser Diode Socket
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適合リード寸法   Acceptable lead dia. φ0.45/0.0177"
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Material
  Sleeve : Brass,Tin plating over Ni
  Contact : Beryllium,Gold plating over Ni
  Insulator: Teflon  PC etc

Dielectric Strength: AC500V RMS 1min
Insulation Resistance: 500MΩmin
Contact Resistance: 15mΩ max

Operating Temperature: -55℃～+150℃
Current rating : 1.0 A

Specifications(Typical example)

(In case of Gold plating Contact)

2.54mm pitch circle

2.0mm pitch circle

適合リード寸法   Acceptable lead dia. φ0.45/0.0177"

基板寸法
PCB dimension

φ2.54
φ1.1

φ2.54

Thru hole 

Thru hole 

(
1.
6)



2.0mm pitch circle

10D2

ﾚｰｻﾞﾀﾞｲｵｰﾄﾞ用ｿｹｯﾄ
Laser Diode Socket
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適合ﾘｰﾄﾞ寸法   Acceptable lead dia. φ0.45/0.0177" typical

Material
  Sleeve : Brass,Gold plating over Ni
  Contact : Beryllium,Gold plating over Ni
  Insulator: PPS or LCP Black

Dielectric Strength: AC500Vrms 1min
Insulation Resistance: 500MΩmin
Contact Resistance: 15mΩ max

Operating Temperature: -45℃～+150℃

Current rating : 1.0A

Specifications

丸ﾋﾟﾝｿｹｯﾄ構造  Round Socket pin type
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2.0mm pitch circle
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ﾚｰｻﾞﾀﾞｲｵｰﾄﾞ用ｿｹｯﾄ
Laser Diode Socket

9.
5

（
11

.0
）

3-φ0.5

φ
8.
0

20
.5

φ6.0

(1
6.
0)
de
pt
h

4-φ0.5

20
.5

9.
5

φ6.0

（
11

.0
）

φ
8.
0

(1
6.
0)
de
pt
h(4
.1
)

(4
.1
)

(typical)

φ2.0 φ2.0

4-φ0.6 3-φ0.6

4-φ0.7

3-φ0.7

www.connect.co.jp

4pin

φ
8.
0

(4
.
1)

9.
5

24
.5

（
15
.0
）

φ6.0

4-φ0.5

(
18
.
5)
de
pt
h

4-φ0.6

φ2.0

4-φ0.7

φ2.0 φ2.0

φ2.0

適合ﾘｰﾄﾞ寸法   Acceptable lead dia. φ0.45/0.0177" typical
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2.0mm pitch circle
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ﾚｰｻﾞﾀﾞｲｵｰﾄﾞ用ｿｹｯﾄ
Laser Diode Socket
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4pin

Flange type
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適合ﾘｰﾄﾞ寸法   Acceptable lead dia. φ0.45/0.0177" typical
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ﾚｰｻﾞﾀﾞｲｵｰﾄﾞ用ｿｹｯﾄ
Laser Diode Socket
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6pin
LD200P-6P-F5L7-TH
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適合ﾘｰﾄﾞ寸法   Acceptable lead dia. φ0.25mm/0.0985"～φ0.35mm/0.0138"
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Soldering needs
to be done
shortly

Unrecommended to
solder a wire

Soldering needs
to be done
shortly

Unrecommended to
solder a wire

ﾃﾞﾊﾞｲｽのﾘｰﾄﾞ長さが長く、かつ多少ｶｰﾌﾞしていると
接触に有利です

Culred and Longer lead are preferable
for better contact.

Note:

Note1 Note1
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11.2


